
 

 

 

 

 

  
 

SensLogix UVO-1000 – Competitor Comparison Table 

Instrument UVO-1000 UV-100 UV106L  UV106-M POM 

Brand SensLogix Ecosensors 2B tech 2B tech 2B tech 

Handheld Yes No No No Yes 

Internal battery Yes No No No No 

Battery operation 8h - - - 8h 

Power requirements 2W 6W 6W  6W 3W 

Range 1000ppm 1000ppm 100ppm 1000ppm 10ppm 

Precision 1ppb 10ppb 1.5ppb 10ppb 1.5ppb 

Resolution 1ppb 10ppb 0.1ppb 10ppb 0.1ppb 

Update rate 1s  2s   2s 2s 2s 

Fastest response time 2s 30s 4s 4s 4s 

Max baud rate 38400 19200 19200 19200 19200 

Number of logs 32000 32736 32736 32736 8192 

Warm-up period 1min 30min 20min 20min 20min 

UV source lifespan 40,000hr 20,000hr 20,000hr 20,000hr 20,000hr 

Pump lifespan 10,000hr 5,000hr 15,000hr 15,000hr 3000hr 

USB charging Yes No No No No 

Mass 1.8lb (0.8kg) 4.0lb (1.8kg) 4.2lb (1.9kg) 3.9lb (1.8kg) 1.0lb (0.45kg) 

Size 2.0x4.0x6.3” 
5x10x16cm 

3.75x8.5x8.5” 
9.5x21.6x21.6cm  

3.6×7.9×9.4” 
9×20×24cm 

3.6×7.9×9.4” 
9×20×24cm 

4.0×3.0×1.5” 
10.2×7.6×3.8cm 

 


